
 

D-Link DGS 1210-28MP - Switch
smart - 24 x 10/100/1000 (PoE+) + 4 x combo Gigabit - desktop -
rack-mountable - PoE+ (370 W)

Group Network Equipment

Manufacturer D-Link

Manufacturer
item no. DGS-1210-28MP/E

EAN/UPC 0790069467776

 

Description
The DGS-1210 Series Gigabit Smart Managed Switches is the latest generation of D-Link Smart Managed Switches
featuring D-Link Green 3.0 technology. The series offers a high level of energy saving and efficiency, as it also complies
with the IEEE 802.3az Energy Efficient Ethernet standard. Support for IPv6 management and configurations ensures
your network remains protected after the upgrade from IPv4 to IPv6. By offering multiple management options, the Smart
Managed Switches allows quick deployment, infrastructure expansion, and seamless function upgrades. Built for small
and medium-sized businesses, the DGS-1210 Series Smart Managed Switches provide functionality, security, and
manageability for a fraction of the standard cost of ownership.

 

Main
features

 

Product
Description

D-Link DGS 1210-28MP - switch - 28 ports - smart - rack-mountable

Device Type Switch - 28 ports - smart

Enclosure
Type

Rack-mountable

Subtype Gigabit Ethernet

Ports 24 x 10/100/1000 (PoE+) + 4 x combo Gigabit

Power Over
Ethernet
(PoE)

PoE+

PoE Budget 370 W

Performance Switching capacity: 56 Gbps ¦ Forwarding performance (64-byte packet size): 41.7 Mpps

Capacity Static MAC entries: 256 ¦ Layer 2 multicast addresses: 64 ¦ IPv4 routing entries: 124 ¦ IPv6 routing
entries: 50 ¦ ARP entries: 256 ¦ IGMP groups: 256 ¦ ACL rules: 768 ¦ VLAN groups: 4094

MAC Address
Table Size

8K entries

Jumbo Frame
Support

10KB

Routing
Protocol

IGMPv2, IGMP, IGMPv3, static IPv4 routing, static IPv6 routing, MLDv2, MLD

Remote
Management
Protocol

SNMP 1, RMON 1, Telnet, SNMP 3, SNMP 2c, HTTP, CLI
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Features Flow control, full duplex capability, BOOTP support, auto-uplink (auto MDI/MDI-X), IGMP snooping,
DoS attack prevention, port mirroring, store and forward, Broadcast Storm Control, Multicast Storm
Control, Unicast Storm Control, firmware upgradable, Spanning Tree Protocol (STP) support, Rapid
Spanning Tree Protocol (RSTP) support, Multiple Spanning Tree Protocol (MSTP) support, DHCP
snooping, Access Control List (ACL) support, Quality of Service (QoS), MLD snooping, Safeguard
Engine, Cable Diagnostics Function, D-Link Green Technology, LLDP support, Port Security, IP-
MAC binding, SNMP trap, DHCP client, Multicast filtering function, Type of Service (ToS), DiffServ
Code Point (DSCP) support, 2 fans, LLDP-MED, Weighted Round Robin (WRR), Head-of-line (HOL)
Blocking Prevention, loopback detection, ARP spoofing, 4.1Mbit packet buffer, Asymmetric VLAN,
auto voice VLAN

Compliant
Standards

IEEE 802.3, IEEE 802.3u, IEEE 802.3z, IEEE 802.1D, IEEE 802.1Q, IEEE 802.3ab, IEEE 802.1p,
IEEE 802.3af, IEEE 802.3x, IEEE 802.3ad (LACP), IEEE 802.1w, IEEE 802.1x, IEEE 802.1s, IEEE
802.3at, IEEE 802.3az

Power AC 120/230 V (50/60 Hz)

Dimensions
(WxDxH)

44 cm x 25 cm x 4.4 cm

Weight 3.94 kg

Localisation Europe

Extended
details

General

Device Type Switch - 28 ports - smart

Enclosure
Type

Desktop, rack-mountable

Subtype Gigabit Ethernet

Ports 24 x 10/100/1000 (PoE+) + 4 x combo Gigabit

Power Over
Ethernet
(PoE)

PoE+

PoE Budget 370 W

Performance Switching capacity: 56 Gbps ¦ Forwarding performance (64-byte packet size): 41.7 Mpps

Capacity Static MAC entries: 256 ¦ Layer 2 multicast addresses: 64 ¦ IPv4 routing entries: 124 ¦ IPv6 routing
entries: 50 ¦ ARP entries: 256 ¦ IGMP groups: 256 ¦ ACL rules: 768 ¦ VLAN groups: 4094

MAC Address
Table Size

8K entries

Jumbo Frame
Support

10KB

Routing
Protocol

IGMPv2, IGMP, IGMPv3, static IPv4 routing, static IPv6 routing, MLDv2, MLD

Remote
Management
Protocol

SNMP 1, RMON 1, Telnet, SNMP 3, SNMP 2c, HTTP, CLI

Encryption
Algorithm

MD5, TLS 1.0, PEAP, TTLS

Authentication
Method

RADIUS, Secure Shell v.2 (SSH2), Extensible Authentication Protocol (EAP)
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Features Flow control, full duplex capability, BOOTP support, auto-uplink (auto MDI/MDI-X), IGMP snooping,
DoS attack prevention, port mirroring, store and forward, Broadcast Storm Control, Multicast Storm
Control, Unicast Storm Control, firmware upgradable, Spanning Tree Protocol (STP) support, Rapid
Spanning Tree Protocol (RSTP) support, Multiple Spanning Tree Protocol (MSTP) support, DHCP
snooping, Access Control List (ACL) support, Quality of Service (QoS), MLD snooping, Safeguard
Engine, Cable Diagnostics Function, D-Link Green Technology, LLDP support, Port Security, IP-
MAC binding, SNMP trap, DHCP client, Multicast filtering function, Type of Service (ToS), DiffServ
Code Point (DSCP) support, 2 fans, LLDP-MED, Weighted Round Robin (WRR), Head-of-line (HOL)
Blocking Prevention, loopback detection, ARP spoofing, 4.1Mbit packet buffer, Asymmetric VLAN,
auto voice VLAN

Compliant
Standards

IEEE 802.3, IEEE 802.3u, IEEE 802.3z, IEEE 802.1D, IEEE 802.1Q, IEEE 802.3ab, IEEE 802.1p,
IEEE 802.3af, IEEE 802.3x, IEEE 802.3ad (LACP), IEEE 802.1w, IEEE 802.1x, IEEE 802.1s, IEEE
802.3at, IEEE 802.3az

RAM 128 MB DDR3 SDRAM

Flash Memory 32 MB

Status
Indicators

Power, fan, link/activity/speed

Expansion / Connectivity

Interfaces 24 x 1000Base-T RJ-45 PoE+ ¦ 4 x Gigabit LAN RJ-45/SFP

Power

Power Device Internal power supply

Voltage
Required

AC 120/230 V (50/60 Hz)

Power
Consumption
Operational

29 Watt

Power
Consumption
Stand by

17.1 Watt

Miscellaneous

MTBF 277,967 hours

Compliant
Standards

FCC Class A certified, UL, C-Tick, BSMI, CB, CCC

Localisation Europe

Dimensions & Weight

Width 44 cm

Depth 25 cm

Height 4.4 cm

Weight 3.94 kg

Manufacturer Warranty

Service &
Support

Limited warranty - lifetime

Environmental Parameters

Min Operating
Temperature

-5 °C
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Max
Operating
Temperature

50 °C

Humidity
Range
Operating

0 - 95% RH

Min Storage
Temperature

-20 °C

Max Storage
Temperature

70 °C

Humidity
Range
Storage

0 - 95% RH

Technical data © 1WorldSync. Subject to technical modifications and errors.

 

© 2022 Truedata B.V.  | Halmaheirastraat 67  | 1094RH Amsterdam  | +31 20 222 2742  | service@truedata.nl

file:///tmp/www.itsupplies.nl
tel:+31 20 222 2742
mailto:service@truedata.nl

